EV2 Real Time Locating Sensors
. Equipment / Assets
. Resident Call Indoors or outdoors
. Resident Wandering

Wireless Fixed Transmitters
Bed Pad with analyzer

Push button or pull cord
Shower / Bath transmitter
CO and flood detectors

Pet Immune Motion Sensors to monitor
activity / inactivity- Real time

EV2 Access Control

Hands Free Door Access up to 4 % ft.
read range-Match asset to person

Integrates with 3 party systems
IP or 485 Bus options for hardware
Not PC dependent

EV2

¢ Complete site management
Automated Security
Building Controls
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Client — Server

SDK
Client App
Extension
Win32, .NET

Real time
locating tags

Non Dedicated Wireless fixed
Clients transmitters

Web Services
Monitoring

Alerts
Input
Location/Exit
Resident call for help
Staff call for help
Full Supervision
Access / Visitor System
And much more...

ooer Automated
p . Building
Messaging Security

Options

Presence
or Standard
Access
Control
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Enterprise LAN
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Utilization of 4 technologies:
InfraRed (IR UpLink) - exact & cost effective room location

Radio Frequency (RF UpLink) - constant communication even when
covered, regional location

Low Frequency (LF DownLink) - exit coverage, precise room location

Passive RFID - for traditional access control and asset management
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EV2

Enterprise LAN IR RDR, IP
LF Exciter
RF RDR, IP / Local Controller
B JB JB JB IB IB RS-485 Bus 5
J CAT-5 J
Power

Suppl 6x6 1/0
s Module

Bus

IR RDR RF RDR RDU Prox LF Exciter
Bus Bus Bus Bus Bus
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Access Control Readers
with 1.5m range - Tunable

Fully Supervised
Front and Rear Tamper

ID via DIP Switches

Add Hands-Free to |
Standard A/C via Wiegand
Interface

I/O or Wiegand options

3rd 3rd
L4 g
L 1 L 1
LF ||® LF || ®

A/C Integration via Wiegand
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¢ For Wide Exits, Expandable via
Primary and Secondary (3 max)
Exciters

¢ Additional cable (wire pair) needed
for Synchronization

Proprietary and Confidential




Create Hybrid Active/Passive

Systems

ELC- EV2 Local Controller
operates with or without the
server

Prox and Exciter should be

([

spaced by a minimum of 1m
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Wiegand In / Out

For interface with 3" party
access readers (including

biometric) O 2 )
RS232
For interface with Paging )
systems, displays etc. 3
— (e.g.

. < | HID)

'

Etc.
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Enables Hybrid Systems
Tracking
Wireless Sensors

With EV2 or Local

Control / Monitoring
Resident Down and
Inactivity Monitoring

Wireless Sensors Ideal for ’\ /-\
Assisted Living Units :\\ @
Off Site Independent ) '
Living Sensors ® O
Alzheimer’s / Dementia

Control even in
Independent Living
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Wireless button press reports last

seen LF location with floor logic
Explicit in Tag Message

Each entrance to unit door may be

equipped with small LF Exciter

Will cover all internal rooms including
bathrooms

Perfect For Resident Call / Locating
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Decisions Locally via ELC

Alerts / Events Seen on Central
EV2 PC

All Alert Events Logged by

Protected History Recorder

Secondary EV2 Alerts for Paging,
Email, SMS, PBX Interface etc.
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Hands Free and/or Proximity #
Door Position -

Request To Exit
Time Zones

Expiration Date
1 ELC can control up to 4 Doors
20K Tags in DB

|% (
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Senior Care Villages
Independent Living Units

Remote Monitoring / Control
from Corporate
Headquarters

Data Secure History Files

XML File Transfer to 3
Party Software
Management Programs
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Nurse Call
Wireless or Wired
Call sent to staff via page or SMS

P
Wireless

Nurse arrival is logged for audit and o
billing
Patient Leaves Bed At Night

Turn on Courtesy Light —

Color code room on map showing
patient awake

If patient fails to return within specified

P
!
ELC 2 <L

Controller Wireless
Staff

Patient Badge

Wirst
Tag

time, alert staff
Smoke Pre-Alarm

Prevent costly visit by fire dept by
automatically turning off oven if early
warning smoke detector senses
smoke
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Visitor Entry Notice
Notify staff when door is opened

CO Warning

Sound alarm if sensor detects high levels
of CO

Wander Alarm

Alert If dementia resident wanders out of
unit.

Hands Free and/or prox Access
Control
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Sensors (Wired or Wireless)

Smoke, CO, Flood, Motion (PIR),
Door

Floor Mat
Wireless and Wired Nurse call

Control
Light
Lights, Door Locks

Tracking (LF Exciter at door)
Wander Alarm
Nurse Presence

Communication
IP to central Eiris server

DECT, Page or SMS to staff

IP intercom for voice between staff
and unit
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Manages Guests and Visit
History

Card Issue / Return Screens
Prints Credentials

Assigns Pre-defined Access
Levels

Updates Controllers
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EV2- Improving Quality of Life...The Right Thing To Do

For more information about EV2, contact:;

Terry Mack
1-800-860-7413

Securitec One, Inc.

1621 Medina Road, Suite 2

Medina, Ohio 44256-5333
WWW.ev2.us
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